
RECOMMENDED LIFTING NOTE:

 

- The Shown Rigging Layout Is A Recommended Lifting Setup. Other

  Lifting Setups May Be Acceptable Per The Crain Lifting Company's 

  Recomendation.

 

- This Is An 4-Point Anchor Setup Which Requires An Even Lift On

  Each Anchor. Slings Attached To The Lifting Anchors Should Be 

  Lifting As Close To A Vertical Direction To Reduce Horizontal 

  Stress On The Concrete Walls. Spreader May Not Be Needed If 

  The Slings Are Longer Than 20 Feet.

 

- Approximate Saftey Factor 4:1

STANDARD BARRIER FEATURES

 

- Concrete Compressive Strength of 5,500 PSI at 28 Days

- Forklift Pockets for Lifting

BARRIER OPTIONS

 

- Cast Pipe Sleeves for Fence Attachments

- Painted for Traffic Applications (yellow, white, etc.)

- Threaded Inserts Cast In for Equipment Attachments

- Variable Length Dimensions Available up to 30 ft Long

STANDARD HANDHOLE FEATURES

  

- Designed for HS-20 Loading

- Thin Wall Knockouts (shown)

- Cast Iron Ring and Cover (shown)

OPTIONAL HANDHOLE FEATURES

 

- Unistrut Cast Into Wall for Racking in lieu of Bolt Inserts

- Terminators Cast Into Wall in lieu of Thin Wall Recess

- Non-Metallic Racking

- Plastic Coated Racking

- Cast In Grounding Lug

- Pull Irons - Add or Change Locations

- Galvanized Steel LId in lieu of Cast Iron Cover

STANDARD TRENCH FEATURES

 

- Trench and Cover are Designed for HS-20 Loading (32,000 lbs Axle Load)

- Aluminum Checker Plated Lid with Description Tag (shown)

- Threaded Bolt Inserts Cast In Wall for Mounting Equipment (shown)

- Cable Tray Slots in Walls as Needed (shown)

- Cast In Pipe as Needed (shown)

- Chamfered Edges for Safe Installation & Quality

TRENCH OPTIONS

 

- Unistrut Cast Into Walls

- Terminators Cast Into Walls

- Thinwall Knockouts

- Non-Metallic Racking

- Plastic Coated Racking

- Cast In Grounding Lug

- Galvanized Steel Cover or Grating in lieu of Concrete Cover

R
e
c
o
m

m
e
n
d
e
d
 
4
 
P

o
i
n
t
 
L
i
f
t
i
n
g
 
S

e
t
u
p
 
 
T

o
p
 
S

e
c
t
i
o
n
 
L
i
f
t
i
n
g
 
D

i
a
g
r
a
m

 
 
:
:
:
 
 
S

T
R

U
C

T
U

R
E

 
I
D

 
:
 
9
0
0
0
0
0

STRUCTURE ID: 900000

Recommended 4 Point Lifting Setup

Top Section Lifting Diagram

 


