
STANDARD PULL BOX FEATURES

 

- Designed for HS-20 Loading

- Segmented Thin Wall Knockouts (shown)

- Pull Irons Cast In Floor (shown)

- 6" Ø Recessed Sump in Floor (shown)

- 2" Ø Ground Hole in Floor (shown)

- Hot Dipped Galvanized Steel Cover (shown)

- Diamond Plate Finish on Cover (shown)

- Smooth Corners for Safe Installation & Quality &.It Just Looks Better!

PULL BOX OPTIONS

 

- Unistrut Cast Into Wall for Racking in lieu of Bolt Inserts

- Terminators Cast Into Wall in lieu of Thin Wall Recess

- Non-Metallic Racking

- Plastic Coated Racking

- Cast In Grounding Lug

- Pull Irons - Add or Change Locations

- Aluminum LId in lieu of Galvanized Steel Lid

- Divider Plate for Multi-Purpose Boxes

STANDARD BARRIER FEATURES

 

- Concrete Compressive Strength of 5,500 PSI at 28 Days

- Forklift Pockets for Lifting

BARRIER OPTIONS

 

- Cast Pipe Sleeves for Fence Attachments

- Painted for Traffic Applications (yellow, white, etc.)

- Threaded Inserts Cast In for Equipment Attachments

- Variable Length Dimensions Available up to 30 ft Long

STANDARD HANDHOLE FEATURES

  

- Designed for HS-20 Loading

- Thin Wall Knockouts (shown)

- Cast Iron Ring and Cover (shown)

OPTIONAL HANDHOLE FEATURES

 

- Unistrut Cast Into Wall for Racking in lieu of Bolt Inserts

- Terminators Cast Into Wall in lieu of Thin Wall Recess

- Non-Metallic Racking

- Plastic Coated Racking

- Cast In Grounding Lug

- Pull Irons - Add or Change Locations

- Galvanized Steel LId in lieu of Cast Iron Cover

STANDARD TRENCH FEATURES

 

- Trench Designed for HS-20 Loading (32,000 lbs Axle Load)

- Cast Iron Grating (shown)

- Cast In Steel Angle (shown)

- Tongue and Groove Joint Between Sections

- No Special Lifting Attachments Required- Standard Hooks Only
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STRUCTURE ID: 300700

Precast Concrete 1'-0" Wide

Drainage Trench

ELEV. VIEW

PLAN VIEW (BODY)

 

LENGTH

HEIGHT

1'-0"

LIFTING ANCHORS

CAST IRON GRATING

ANGLE


